INSTALLERS PLEASE
PASS TO END USER

PVC PANEL
MAINTENANCE

Abrasive cleaners and
bleaches must NOT be
used on PVC panels.

When fitting lighting if
in doubt consult the
lighting manufacturer.

DO NOT EXPOSE TO

DIRECT SUNLIGHT, OR

TEMPERATURES IN
PVC EXCESS OF 60°C.

PANEL The hard-wearing surface of the
CLEANER panelling can be hygienically
cleaned with Anti-Bacterial Hard
ANTI-BACTERI Surface Cleaner which is a mild
HARD SURFACE NON-ABRASIVE cleaner, or
domestic NON ABRASIVE
CLEANER WASHING UP LIQUIDS.
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HOW TO CLEAN PVC PANELLING
IF YOU DO NOT USE PVC
PANEL CLEANER

Step 1

Create a solution of 1 tablespoon of Washing up liquid mix in with 1 gt. of
warm water in a clean plastic Pail/Bucket. Thoroughly mix the solution.

Step 2
Wipe the PVC Panels with the solution using a microfiber cloth or

sponge. Remove as much loose dirt and grime as possible. Frequently
rinse the cloth with fresh water to avoid reapplying dirt to the PVC Panel.

Step 3
Rinse the PVC Panels with fresh water to wash away the soapy solution
and loosened grime.

Step 4

Buff the Panels with a clean dry microfiber cloth to add shine and
prevent soap scum.

THESE BRANDS AND OTHER CLEANERS WITH BLEACH ARE
NOT RECOMMENDED

* White King * Ajax * Pine O Clean * Essentials * Harpic
* Shower Power « Earth Choice * Orange Power * Mr. Muscle * Windex
* Domestos o Jif * Ultra * Coles

* Aldi Powerforce * Dettol » Exit Mould » Easy-Off Bam

ABRASIVE CLEANERS AND BLEACHES
MUST NOT BE USED ON PVC PANELS.
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